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SECTION A-A 
SCALE 3 : 1

NOTES:
INSULATOR MATERIAL: SEE PART NUMBER CODING.1.
CONTACT MATERIAL: SEE PART NUMBER CODING.2.
PLATING: SEE PART NUMBER CODING.3.
CONTACT RESISTANCE: 20m OHMS MAX.4.
OPERATING TEMPERATURE: -40 C TO +105 C. 5.
UL FLAMMABILITY RATING: 94V-0.6.
CURRENT RATING: 3.0 AMPS PER CONTACT.7.
INSULATOR RESISTANCE: 1,000M OHMS MIN.8.
DIELECTRIC WITHSTANDING: 500 VAC9.
PROCESSING TEMP.: SEE PART NUMBER CODING.10.
MATES WITH SBH11 SERIES.11.
FOR PCB CONNECTOR.12.

PRELIMINARY

REVISIONS

REV. ECO. NO DESCRIPTION DATE BY

A 1839 INITIAL RELEASE 11/3/2008 JH

B 1845 UPDATE NOTE 12 & TOLERANCE BLOCK,
ADD TOLERANCE TO DIM. .398[10.10] 11/6/2008 JH

C 1909 UPDATE NOTES 2/4/2009 JH

D 2537 UPDATE NOTE 10 PROCESSING TEMPERATURE 02/29/2012 LH

E 2915 ADD 'N' MATERIAL OPTION & UPDATE NOTES 2/6/2014 NC
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