
NOTES:

MATERIAL:

             HOUSING: POLYPROPYLENE -1040, COLOR: BLACK

             FLAMMABILITY RATING -UL94 HB, UL FILE NO. E216959

             TEMPERATURE RANGE: -40°C to +130°C

   CONTACTS: STAINLESS STEEL 301, NICKEL PLATED

             CONTACT RESISTANCE: UNDER 50mΩ FOR +/- CONTACTS

                                                             PER EIA-540J000

   ROHS COMPLIANT

VIBRATION TEST: 10-50-10HZ SWEEPED IN 60 SECONDS

  X,Y,Z DIRECTION: 1 HOUR EACH DIRECTION

RESULT: NO DISLODGEMENT OF THE CELL OR DAMAGE

      NO DISCONTINUITY OVER 10 MICRO-SECONDS

SHOCK TEST: HALF SINE WAVE ACCELERATION 150G.

     6 ms 1 SHOCK PULSES EACH DIRECTION PER AXIS

RESULT: NO EVIDENCE OF PHYSICAL DAMAGE

DROP TEST: MOUNTED ON BOARD AND DROPPED 1 TIME PER

  DIRECTION FROM 1m HIGH TO WOODEN FLOOR

RESULT: NO DISLODGEMENT OF THE CELL, NO DAMAGE TO THE HOLDERS
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WEIGHT: 2.75g Approx.
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